
VATALAB - Fire Rated Doors - Data Sheet - C0625

VATALAB Fire-Rated Personnel Doors deliver 
exceptional durability and fire protection. Made from 

fully welded stainless steel with corrosion-resistant 
hardware, they offer a reliable solution for cleanrooms 

and demanding environments.

Why Choose VATALAB  
Fire-Rated Doors?

A Complete Door System: Unlike other stainless steel door 
manufacturers that supply only panels or frames, VATALAB 
provides a full door system with corrosion-resistant hardware. 
This approach extends the same durability, hygiene, and 
performance found in our panels and frames to the entire door 
setup.

Efficient & Durable Fire Protection:  
 
Pre-Hung for Easy Installation – Delivered in their frames with 
factory-installed hardware for a smooth setup.

Corrosion-Resistant Hardware – Includes panic bars or  
lock-sets for long-lasting durability.

Project-Friendly Packaging – Fire-rated and non-rated doors 
ship together, pre-labeled, pre-hung, and individually boxed 
for easy handling.

INNOVATE BOLDLY
vatalab.com  |  1-833-VATALAB

DESIGNED TO PERFORM. BUILT TO IMPRESS.

Top Features  
& Benefits:

FIRE-RATED 
PERSONNEL 
DOORS 
The Ultimate Stainless  
Door Solution
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Frames are available in 16-ga, 14-ga, and 12-ga  
in the following finishes: 304-4 and 316-4

Requirement: Must Be Positive Latching
Must Include: Closer (Single or Double), Smoke Seal, Sweep

Frames are prepped for 3 or 4 anchors per jamb. 

Common Frame Anchors:
•	 Existing wall anchors (wood screws or sleeve anchors)
•	 Wood stud anchors
•	 Compression anchor (for slip on drywall frames)
•	 “Z” anchor (flush or recessed)
•	 “T” strap anchors (loose or welded)
•	 Floor Anchor (adjustable or fixed)

Continuous weld  
return and face 
Grind smooth finish

Continuous weld joints 
of rabbet and soffit and  
continuous weld face

Slide header  
into jamb

1-Part SS  
Continuously  
Welded

1-Part SS  
Face Welded 

3-Piece  
Knock-Down  
Style

Vision Panel
Factory Installed & Sealed

3 or 4 Hinges

Factory Mounted 
Hardware

Includes:
Levers Latch Sets 

Rated Exit Devices
Hinges

Kick Plates
Smoke Seal

Rated Electric Strikes

Design & Construction

Built with quality, precision, and 
craftsmanship you can trust.

Standard Door Size & Construction:
•	 Material: 16 Ga. 304-4 (brushed) and 316-4 stainless steel skins,  

fully seam welded on four sides.

•	 Finish: Vertical edges and top brushed smooth (bottom optional).

•	 Thickness: 1-3/4” standard.

•	 Core: Polystyrene

Single Doors:
•	 Sizes up to 4’0” x 8’0”
•	 Ratings: Up to 90-minutes, 180-minutes

Double Doors:
•	 Sizes up to 8’0” x 8’0” (Pair)
•	 Ratings: Up to 90-minutes

Frame Options:

Glazing Options:

•	 Vision Panel Sizes: 3x28” (viewable) and 10x10” (viewable)
•	 Glazing Types:

•	 ¼” wire reinforced glass (UL Listed up to 90-min, 
safety film on one side)

•	 3/16” ceramic glass (UL Listed up to 180-min,  
safety film included)

Weld Options:

•	 4-sided seamless weld (all sides)
•	 3-sided seamless weld (top and two vertical sides)
•	 2-sided seamless weld (two vertical sides)
•	 2-sided weld exposed seam (two vertical sides)

Hardware Options:

Double doors rated over 90-minutes cannot be labeled as 
“Fire-Rated”, but can be provided with a “construction label”. 

Please reach out to the factory for more information.

Lever Latchsets 
(Passage or Locking)

Panic Bar
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