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VATALAB doors are built for durability, corrosion 
resistance, and hygiene. Their seamless design prevents 
bacterial growth, while advanced core materials ensure 
superior insulation and efficiency. Ideal for demanding 

environments, we set the standard for strength and reliability.

Why Choose  
VATALAB Infit Doors?

Thick Shell for  
Maximum Protection:  
Our cooler door has a  
FiberWrap shell that is 1/8” thick on 
the face and 3/8” thick on the edge, 
making it a strong fiberglass option.

Welded & Voidless Casing: Every VATALAB Fiberglass Infit 
Door includes 16-gauge 304-4 or 316-4 brushed stainless steel 
casings with TIG-welded seams. Unlike traditional casings that 
wrap stainless steel around wood or HDPE cores, our casings 
are void-free, injected with 8 lb polyurethane for superior 
strength and hygiene.

De-lamination-Proof FiberWrap: We mold our entire door  
at once without seams - literally.

Seals that Actually Seal: We know leaky gaskets are a major 
issue. That’s why our EPDM gaskets wrap around the corners 
without requiring splices, ensuring a perfect seal every time.

CleanCor™ Core Technology: The interior of our door features 
advanced plastics and polyurethane foam, creating a structural 
bond with the fiberglass. This provides superior screw retention 
for hardware and delivers exceptional thermal performance 
(R28).
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DESIGNED TO PERFORM. BUILT TO IMPRESS.

Top Features  
& Benefits:

CLEANROOM 
FRP FIBERGLASS  
INFIT DOORS 
The Ultimate Alternative  
to Stainless Steel



Design & Construction

Built with quality, precision, and 
craftsmanship you can trust.

Panel:

Casing Frame Options:

Vision Panels:

•	 Exterior/Core: 1-3/4” thick FiberShell™ fiberglass with CleanCor™ urethane 
foam core.

•	 Color: White gel coat standard; custom colors available.

•	 Structure: FiberWrap shell with 1/2” fiberglass foam backing, stronger than 
3/4” plywood; 1” thick at hinges.

•	 Insulation: 2 lb/cu. ft. closed-cell polyurethane foam, R30 value in 4” panel.

•	 Material - 304-4 or 316-4 16-gauge brushed stainless steel frame.

•	 Core - High-density polyurethane core with stainless steel backing for rigidity 
and sanitation.

•	 Assembly - TIG-welded face casing and back trim for durability and hygiene.

•	 Styles - Flush, High, and Egress Sills available.

•	 Jamb Depths and Configuration - 4” and 6” standard jambs; customizable 
depths and configurations.

Vision panels with stainless steel frames are available in. Available in standard 10x10” 
with a wide range of glazing options available based on the application.

Hardware:
Premium stainless commercial grade 1 
hardware pre-installed on doors for  
reliable performance.

Standard size panels
are 3’0” x 7’0” for
single doors and

6’0” x 7’0” for
double doors.
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Joints in face casings and back trim 
are welded instead of caulked.

Welded  
Casing Seams

Stainless steel frame casings come 
with 8 lb injected closed cell foam 
core.

VATALAB Fiberglass Infit Doors boast 
synthetic hardware reinforcement 
material that has optimum fastener
retention.

Hardware 
Reinforcement

16-Gauge Stainless 
Steel Casing


