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CLEANROOM  
WINDOWS

•	 ¼” Tempered glass with black ceramic border

•	 Insulated glass with black ceramic borders  
(1” double pane or 1-3/4” triple pane)

•	 Chemical and abrasion resistant polycarbonate (1/4”, 3/8”, ½” thickness)

•	 Heated glass for thermal applications (1” Insulated / Tempered / 120V)

•	 #4 Polished Standard 304 Grade Stainless Steel Standard

•	 #4 Polished Standard 316 Grade Stainless Steel Available 
(Special Ordered)

•	 Glass Reinforced Plastic (GRP) Molded Fiberglass Frame

•	 Punched & Dimpled for SS Flat Head Screws or Sleeve Anchors (visible)

•	 Concealed Fasteners with Stainless Plug (hidden beneath jamb)

•	 Drywall / Steel Stud Anchors (hidden inside wall)

VATALAB windows are specifically designed to be the most hygienic windows for cleanrooms with 
products designed for life-science laboratories, to the most rigorous cGMP biotech environments.  
A range of frame and glazing styles are available to meet your facility design goals to provide a 
clean, moisture resistant VHP and Spor-Klenz® approved finish. Stainless steel windows feature 
welded and polished seams, as well as an array of glazing options and the appropriate fastener 
options for your wall detail (including concealed fasteners).

GLAZING OPTIONS:

FRAME MATERIAL OPTIONS:

FASTENER OPTIONS:
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DESIGN &  
CONSTRUCTION

•	 Frame Material:  16-ga 304 Grade Stainless Steel (#4 Brushed Finish) / 
Fully Welded (316 SS Optional)

•	 Frame Depth: 4”, 4-7/8” standard.  Custom Sizes Available.

•	 Glazing: Two (2) ¼” Clear Tempered Glass Panes with Black Ceramic Border

•	 Mounting: One Side Factory Glazed.  One Side Field Glazed.  Fastener 
options include hidden options, including recessed jamb mounting with 
flush plugs or steel stud anchor plates

DOUBLE GLAZED WELDED WINDOW (FLUSH ON BOTH SIDES)

•	 Frame Material:  304 Grade Stainless Steel (#4 Brushed Finish) / Fully Welded 
(316 SS Optional)

•	 Frame Profile: Non-flush side can be squared or sloped

•	 Frame Depth: 4”, 4-7/8” Standard.  Custom Sizes Available.

•	 Glazing (If No Stainless Retainer): ¼” Clear Tempered Glass with Black Ceramic 
Border or Insulated Glass with Black Ceramic Border

•	 Glazing (If Using Stainless Retainer): ¼” Polycarbonate AR2, 3/8” Polycarbonate 
AR2, ½” Polycarbonate AR2, 1” Insulated / Tempered Glass, 1-3/4” Insulated / 
Tempered Glass, Heated Glass (Specific Sizes), Safety Film Option

•	 Mounting: Factory Installed Glazing.  Fastener Options include recessed jamb 
mounting with flush plugs or steel stud anchor plates.

SINGLE GLAZED WELDED WINDOW (FLUSH ON ONE SIDE)

Stainless Steel One Part - 
Flush One Side  
(No Retainer) /  
Sloped Back

Stainless Steel  
One Part - Flush One Side  

(No Retainer) /  
Squared Back

Stainless Steel  
One Part - Flush One Side  

(SS Retainer) /  
Squared Back

Stainless Steel One Part - 
Flush One Side  
(SS Retainer) /  
Sloped Back

•	 Frame Material:  Molded Fiberglass One Part Frame / Mitered Corners

•	 Frame Depth: 4” Only

•	 Glazing: One 1-3/4” Insulated Glazing Unit (Three ¼” Clear Tempered Glass 
Panes with Black Ceramic Border Separated by Two ½” Spacers / Hermetically 
Sealed)

•	 Mounting: Factory Glazed.  Frame Field Prepped for Various Mounting Options

•	 Certifications: Frame has been tested according to ASTM D1308 for  
Spor-Klez® exposure.

MOLDED FIBERGLASS WINDOW (FLUSH ON ONE SIDE)

Fiberglass One Part - 
Flush (No Retainer)

Fiberglass One Part - 
Flush (SS Retainer)

•	 Frame Material:  304 Grade Stainless Steel (#4 Brushed Finish) / Welded Miters

•	 Frame Depth: 4” standard.  Custom Sizes Available.

•	 Glazing: ¼” Polycarbonate AR2, 3/8” Polycarbonate AR2, ½” Polycarbonate AR2, 
1” Insulated / Tempered Glass, 1-3/4” Insulated / Tempered Glass, Heated Glass 
(Specific Sizes), Safety Film Option

•	 Mounting: One Side Factory Glazed.  Back Trim Mounts from Opposite Side.  
#14 SS Pan Head Screws through Face of Both Sides

•	 Compliance: Meets USP 797&800 Compliance for all Compounding 
Pharmacies, including 503b facilities. 

SLOPED SPLIT FRAME WINDOW (SLOPED SILL ON BOTH SIDES)

Two Part - Sloped Profile - 
Standard Glazing

Stainless Steel One Part - Double Flush
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