
Designed to install into a variety of wall types, this frame can 
be manufactured in a variety of depths and special 
customizations such as brushed out surface welds, hospital 
stops, and an oversized power operator header. This frame can be 
prepped for installation into many wall types with multiple 
hidden fastener options available depending on the wall. 

We designed this frame to be installed into various wall types 
with different hidden fastener systems depending on the wall.  
It can be fabricated with multiple depths and unique  
customizations, such as brushed-out surface welds, hospital 
stops, and an oversized power operator header. This frame also 
comes factory-foamed to increase its hygienic, thermal, and 
sound-transmission performance.

Designed to work in 2” cleanroom walls, to give door a flush 
appearance on both the push and pull sides of the door. 
This frame attaches to the wall with a hidden fastener system.

This frame is designed to be installed quickly over any wall 
depth but is the least hygienic option available without 
exposed fasteners. This frame is an excellent option for less 
hygienic life-science applications such as live animal research 
and medical device manufacturing.
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This frame’s use is limited to stick-built cleanrooms with 4” to 
4-7/8” walls. This frame’s fiberglass surface has been tested for use 
with Spor-Klenz® and VHP. 

One-Part Fully Welded Stainless Steel 
Frame (16-gauge)

One-Part Stainless Steel Frame 
(16-gauge with CleanCor™ technology)

2’’ Cleanroom Panel Stainless Steel 
Frame (16-gauge)

Two-Part Stainless Steel Frame 
(16-gauge, Split Jamb)

Molded GRP Fiberglass Frame with Solid 
Core (with FiberShell™ Technology)
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